
P A I N T I N G W I T H L I G H T

• Vivid, Intense Color

• No Light-Absorbing Filters

• Fits Standard Fixtures

COLORED HID L IGHT WITHOUT LENSES
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V E N T U R E L I G H T I N G ’ S D E S I G N E R C O L O R ® L A M P S

Venture’s Designer Color® metal halide lamps use
a precise combination of halides within the arc
tube which produces intense color without the use
of tinted lenses or filters.  Available in four vivid
colors: pink, green, aqua and blue. 

Achieve bright, dramatic colors in your
architectural lighting designs while using fewer
fixtures than LED or filtered HID sources.  Standard
metal halide lamps can be easily replaced with a
Designer Color lamp of the same wattage.  It’s 
a quick and easy way to make a spectacular
lighting change.

Designer Color® LAMPS ANSI Type-E  
                              Lamp                                       Product         Dom.             Sat.        Rosco          ANSI        Rated                         Oper.                        Case
Color       Watts       Description                                 No.        Wavelength        (%)    Filter Equiv.      Code     Life (hrs)     Finish         Pos.            Fig.         Qty
Pink         400        MH 400W/U/PDX                    33891           635               28         #336         M59/E       5000         Clear           U              E1           6

Pink        1000       MH 1000W/U/PDX                  22365           635               28         #336         M47/E       5000         Clear           U               I1            6

Green       150        MH-DE 150W/UVS/GDX           33851           535               46          #89          M81/E       5000         Clear     HOR±45°        S1          25

Green       250        MH 250W/U/GDX                    23498           535               46          #89          M58/E       5000         Clear           U              C1          12

Green       400        MH 400W/U/GDX                    33565           535               46          #89          M59/E       5000         Clear           U              E1           6

Green      1000       MH 1000W/U/GDX                  47197           535               46          #89          M47/E       5000         Clear           U               I1            6

Aqua        250        MH 250W/U/ADX                    24884           509               27          #92          M58/E       5000         Clear           U              C1          12

Aqua        400        MH 400W/U/ADX                    55844           509               27          #92          M59/E       5000         Clear           U              E1           6

Blue         150        MH-DE 150W/UVS/BDX           33496           462               77          #69          M81/E       5000         Clear     HOR±45°        S1          25

Blue         150        HIT 150W/G12/UVS/BDX        84684           462               77          #69          M81/E       5000         Clear           U               Z           25

Blue         175        MH 175W/U/MED/BDX           55186           462               77          #69          M57/E       5000         Clear           U              A1          12

Blue         250        MH 250W/U/BDX                    22486           462               77          #69          M58/E       5000         Clear           U              C1          12

Blue         400        MH 400W/U/BDX                    22187           462               77          #69          M59/E       5000         Clear           U              E1           6

Blue        1000       MH 1000W/U/BDX                  89896           462               77          #69          M47/E       5000         Clear           U               I1            6
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Dia. = 2.1” (54mm)
MOL = 5.4” (138mm)
LCL = 3.4” (86mm)
Base = Medium (E26)
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A1

Dia. = 3.5” (90mm)
MOL = 8.3” (211mm)
LCL = 5.0” (127mm)
Base = Mogul (E39)
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C1

Dia. = 4.6” (120mm)
MOL = 11.5” (292mm)
LCL = 7.0” (178mm)
Base = Mogul (E39)

ED
3

7

E1

Dia. = 7.0” (180mm)
MOL = 15.3” (391mm)
LCL = 9.5” (241mm)
Base = Mogul (E39)
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I1

T7
Dia. = 23mm
Insertion Length = 135.4mm
Contact to Contact = 132.0mm
Base = RSC (R7s)
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S1Z

Dia. = 0.9” (23mm)
MOL = 4.3” (110mm)
LCL = 2.2” (56mm)
Base = G12

G
12

Applications
• Architectural lighting

• Site Lighting

Benefits
• Vivid color without lenses

or filters

• More light output than
filtered HID colored light

• Simple, easy solution:
change just the lamp -
Fits standard metal 
halide fixtures

P I N K G R E E N A Q U A B L U E


